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C.da Polisciazzo, c.p. 324 
70022 – Altamura (Ba) – Italia 

Tel.  +39.080.314.05.40 
Fax  +39.080.314.05.43 
Mobile +39.340.162.85.89 
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VT 2 – 2-reihige Zinken 

Der Vibrationspflug Modell VT 2 besitzt 2 
Zinkenreihen, welche die Oberfläche des 
Bodens aufreißt. Der Abstand der Zinken 
beträgt 220 mm. 
 
VTV Vibrationspflug mit 3-reihigen 

Zinken für Obstplantagen 

Die VTV–Modelle sind so konstruiert, 
indem an einem zentralen Rahmen 10 
Zinken in 3 Reihen über eine Länge von 
1500 mm angebracht sind und um 2, 4 
oder 6 Zinken jederzeit seitlich verlängert 
werden kann. Zwischen allen 3 Reihen des
Pfluges ist zwischen den Zinken 150 mm 
Platz und der Abstand der Risslinien 
beträgt 175 mm, damit ist das Aufreißen 
der Erde über die ganze Breite absolut 
garantiert. Diese Methode ist die meist 
verwendete in Weinplantagen. 
 
VTF Vibrationspflug mit Kippwirkung, 

3 Zinkenreihen für Obstplantagen  

Die VTF-Modelle sind einfacher als die 
VTV und werden meist in Obstplantagen 
verwendet. Eine Änderung der Arbeits-
breite kann erreicht werden, durch ein 
manuelle Hochkippen der seitlichen 
Verlängerungen.  
 
VTS Vibrationspflug mit Sämaschinen-

halterung 

Die Sämaschinenhalterung hat eine 
seitliche hydraulische Absenkung und 
einen Gelenkwellenanschluß. 
 
VTR hydraulisch verstellbarer 

Vibrationspflug 

Die VTR-Modelle werden vornehmlich in 
Weingärten verwendet, wo die Zwischen-
reihen unterschiedliche Abmessungen 
haben. Der Maschinist kann mittels 
Hydraulikzylinder die Arbeitsbreite der VTR 
während der Arbeit ändern. Bei 
Platzmangel im Befahren der Reihen ist es 
auf Wunsch möglich, andere an die VTR 
passende hydraulische Steuerungen zu 
integrieren, damit man senkrechtes 
Absenken möglich macht, um beim 
Manövrieren  Platz zu sparen. 

VTF-195.13 

VTF-195.13 

VTF-11.R 
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VT2-280.9+4 

VT2-280.9+4 

VT2 vibrotiller with two tines rows  

The Vibrotiller mod. VT2 have two tines 
rows  and  they  are  used  for  superficial 
working of the ground. The space among 
the tines is 220 mm. 
 

VTV vibrotiller with three tines rows for 

orchard  

The VTV models are conceived by a fixed
central frame with 10 tines on three rows 
large 1.500 mm and are predisposed for a 
side extension in any moment, of 2, 4 or 6 
tines. All the three rows Vibrotiller have the 
space among the tines of 150 mm and the 
shares have a width of 175 mm,  anyway  
the  tilling  of  the  ground is  absolutaly  
guaranted  and  perfect  all over the width. 
They are mostly used in the wineyards. 
 

VTF vibrotiller overturning with three 

tines rows for orchards 

The VTF models  are  similar  to  the  VTV 
models  and  they  are  used  mostly  in 
orchard.  The  changing  of  the  working 
width can be obtained by overturing 
manually the side extension. 
 

VTS vibrotiller holder seeder 

Seeder holder with side hydraulic dumping 
and transmission support for drive shaft. 
 

VTR vibrotiller hydraulically adjustable 

The VTR models are used mostly in the 
wineyard with rows having different 
measures of space. The operator by 
means  of  an  hydraulic  piston  may  
change  the  width  of  the VTR while  
working.  In  lacking of space while turning 
in the rows, on request it’s possible to fit on 
the VTR another  hydraulic  piston  in  
order  to dump vertically the impliment, 
reducing the space of manoeuvre. 



Am Rotvorwerk 5 

09599 Freiberg ST Zug 

Tel.: +49 (0)37322 290-29  

Fax: +49 (0)37322 290-80 

Email: info@schneider-lfb.de 
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VTS-400.19-RI 

Modell ben. Motor Arbeits- Transport- Gewicht RM RI  R 

 (PS/HP) breite (mm) breite (mm) (kg)    

VT2 – 2-reihige Zinken | Vibrotiller with 2 tines rows 

VT2-90.5  25/35  850  900  130    

VT2-110.5  30/35  1.050  1.100  140    

VT2-150.7  40/45  1.450  1.500  200    

VT2-190.9 (7+2)  45/55  1.850  1.900  260    

VT2-230.11 (9+2)  50/60  2.250  2.300  308    

VT2-270.13 (11+2)  70/80  2.650  2.300  364  x    

VTV – Vibrationspflug mit 3-reihigen Zinken für Obstplantagen | Vibrotiller with 3 tines rows for orchard  

VTV-150.10  40/50  1.500   1.500   290     

VTV-180.10+2  50/60  1.800   1.800   370     

VTV-210.10+4  55/65  2.100   2.100   420     

VTV-240.10+6  70/85  2.400   2.400   485      

VTF – Vibrationspflug mit Kippwirkung, 3 Zinkenreihen für Obstplantagen | Vibrotiller with 3 tines rows overturning for 

orchards 

VTF-195.13  50/60  1.950   1.950   370     

VTF-195.13 (7+6)  50/60  1.950   1.950   400   x   

VTF-240.16  60/80  2.400   2.400   450 

VTF-245.16 (10+6)  60/80  2.450   1.500/2.400   500   x   

VTF-285.19 (13+6)  80/100  2.900   2.000   600   x   

VTS – Vibrationspflug mit Sämaschinenhalterung  | Vibrotiller carring seeder 

VTS-400.19  120/160  4.000   2.450   650    x  

VTS-450.21  140/180  4.500   2.450   710    x  

VTR – hydraulisch verstellbarer Vibrationspflug  | Vibrotiller hydraulically adjustable  

VTR-9  50/80  1.100 / 1.700     350     

VTR-11  60/80  1.400 / 2.150     450     

VTR-11  60/80  1.400 / 2.150     480     x 

VTR-13  70/90  1.650 / 2.500     550     
RM = manuelles Ablassen | Manual side dumping. 

RI   = hydraulisches Ablassen | Hydaulic side dumping. 

R    = vertikales Ablassen | Vertical dumping. 

Änderungen vorbehalten. The above data may change without notice. 


